NOTES: UNLESS OTHERWISE SPECIFIED

1. SEE DRAWING NO. CB-00391 AND PROCEDURE P-1000 FOR
ASSEMBLY AND TEST INSTRUCTIONS. PROCEDURES AND ASSEMBLY

DRAWING ARE FOR INTERNAL USE ONLY.

2.  ALLTESTING IS PERFORMED IAW BATTERY COUNCIL INTERNATIONAL STANDARDS.

3. ALL DIMENSIONS ARE IN INCHES [MILLIMETERS].
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CAPACITY RATINGS

PART NUMBER

GPL-L16T

NOMINAL WEIGHT

119 LBS [54.0 KG]

AMPERE HOUR CAPACITY @ 20 HOUR
1.75 VOLTS/CELL @ 77 °F (25°C)

400 AH

MINUTES OF DISCHARGE @ 25 AMPS
1.75 VOLTS/CELL @ 77°F (25°C)

950 MIN

2X .18[4.4] JA

REVISIONS

REV

DESCRIPTION DATE APPROVED

2X ROPE LIFTING HANDLES

N J.
~-—— 6.89[175.0] ——==
ENVELOPE DRAWING
DIMIENSIONS ARE IN INGHES CONTRACTNG. CONCORDE BATTERY CORPORATION
TOLERANCES ARE: 2009 SAN BERNARDINO RD, W. COVINA, CA 91790
FRACTIONS DECIMALS ANGLES
. APPROVALS DATE TITLE
g2 ez e DRAWN BATTERY, 6 VOLT, GPL-L16T
N.SANCHEZ | 6/29/09

TREATMENT CHECKED

NONE AMIII 7/3/09 5zt T cace cooe DWG NO. REV
FINISH NONE APPROVED g1 7709 | C 63017 GPL-L16T
SIMILARTO CALCwT ISSUED 1 7/8/09 | scae 13 SHEET 1 OF 1

The data/information contained herein has been reviewed and approved for general release on the basis that this document contains no export-controlled information.




